\ I General Specifications
' e For landscaping purposes only.

e Attendance at a mandatory pre-construction meeting is required. This meeting will be set up by
the General Contractor and will include the GC, the landscape contractor, the site contractor, the
landscape architect, the civil engineer, and an owner’s representative.

The landscape contractor shall inspect the planting area prior to installation of any plant material.
The landscape contractor will notify the landscape architect upon the discovery of any potentially
damaging conditions which may endanger the health of the specified plant material.

e Plant material that dies due to pre-existing conditions will be the responsibility of the landscape
contractor if he fails to notify the landscape architect of this condition prior to planting.

e Landscape contractor is to supply all necessary materials, labor, and equipment to install this

o :: project.
_— : — e The landscape contractor is responsible for maintaining the plantings prior to the start of the
o T e T i warranty period. This work shall include, but is not limited to, watering, mulching, weeding,
e : e T e fertilizing, pest control, and mowing,
e S e The landscape contractor shall notify the landscape architect at least 5 days prior to starting
- o construction.
-l ol / e The landscape contractor shall warranty all work for a period of 1 year starting on the date the
<1 ) / certificate of occupancy is issued. The warranty period will begin upon acceptance by the
. P 7 / municipality.
Py il /' / P e Landscape contractor is responsible for landscape maintenance for 60 days past the date of
/ I -~ e acceptance. This work shall include, but is not limited to, watering, mulching, weeding,
a / il rgp— fertilizing, pest control, and mowing,
- 7 A /// == e The landscape contractor must notify the landscape architect in writing at least one week prior to
s s rch Dt L 5 the completion of the warranty period.
b /,/ o = . ¥ The landscape contractor shall remove all wire and stakes at the conclusion of the warranty period.
%-' £ z i 52935505 ““%‘{ :3. ;‘i 25 eeT All shade trees shall be limbed and maintained to a height of 7 feet.
ll _______ - °’: cacs 253 5 PR The landscape contractor must have an English speaking crew member on site at all times in order
' AT N 14- peis® 2 o to facilitate communication and coordination between the project’s contractors.
- — % et -
- e e T Y ce12vp TR £ ’ \ |
___________ Fner ko et i el % ! 16 ,‘-' T e e -,3‘ IR i 1 Planting Specifications
L 77-s : et T A o | SN TS AS I e N i s \,gs_, | e Quality and size of plants shall be in accordance with the rules and grading adopted by the
' Privacy Fencg : - — % . e 4 ; |‘=| = | | r,’ | American Association of Nurserymen, Inc. All plants shall have a normal habit of growth and
— . = i 1441 | | / } should be sound, healthy, vigorous, and free from disease and insect infestation.
= 2 | - — et 8 }| " e . e In case there is a discrepancy between the plan and the plant schedule, the plan shall be used.
A ; & \ X \ f = . ] Y 4 VI e  Landscape Architect shall approve all plant locations.
/| N~ C o] TP Sl o 5 : ol . | f | e Landscape plan is subject to field adjustments.
adid o ’-_'_" y 14-. o e 2 : ‘rl[ l\\ ’ r,‘h_i_ g e Plant lsubst.itutioln.s may be necessary depepding on plant availabi]fty.' Plant.substitutions_shaﬂ.be
"Hy ) =} . o gl |/ | \\’ _.i| B 1) : submitted in writing to the landscape architect. Approval of substitutions will be at the discretion
\ 4, V K P s, [ li U B [’ | of the landscape architect and the Township landscape architect.
oot - ) gy J | | \‘ 'r' o ? All trees are to be planted a minimum of 10° from any underground utilities.
Hv S 3 . e | 1 - | | | ' Existing trees to be protected by fencing. Exact location to be determined on site.
N ; 14 c M l \\| ! | | Top of rootball shall be three (3) inches above grade and shall not be planted below grade. Taper
el i i I | “l e 1 grade to the existing grade.
\g’:.' o i :‘ | | = l‘ ,'I I " Roll burlap back from top of rootball and cut wire basket as per planting detail.
(e Il | | & All planting beds are to be mulched with two (2) inches of tdouble ground hardwood bark mulch.
e A\ | | | - i | e  Plant beds and tree backfill shall consists of the following soil mix:
& 1! x> ] | . o 75% existing topsoil
l‘ v 1l | 1 | | | ,,' | ©  25% organic matter such as peat moss, or leaf compost.
6 ; ] o 5 e Groundcover, perennial, and seasonal color beds shall have two (2) inches of leaf compost,
; Al x| | / ' sphagnum peat moss, or other approved organic matter incorporated (rototilled) into the top eight
i il e / | | | / (8) inches of soil.
| & g o 1 ';I | 1\ \ . Water thoroughly while planting. Work to be done by the landscape contractor.
Al — ¥ 0 il i il |\ > | |i All plant material purchased for this project must be obtained from the same or colder climatic
- /i i il i | \ || I*: zones as the project location.
¥ il : P . S/ IL ' 4] \,\ | | .:': e Plant material may be tagged at the nursery by the landscape architect at the discretion of the
LI \D G B gy A | i i 2 / client.
?'? s : A _fff Al ST = N __..?'_-.,..\ = f / \‘] l fl No plant material shall be installed when the ground is excessively muddy or frozen.
e i ORI * (o - ) M | e  All plant material shall be healed in, watered, and untied within two (2) days of receipt.
R \3 : g -S Dg g | i 4| e | All plant material shall be tarped during its delivery. Failure to do so may result in the rejection of
e o i : REQURED the load.
7. % < I s / s d . '..I | ,: lf S The landscape contractor shall request approval of the plant layout prior to installation.
] B . -Dg P Bx - (- D e o = 4—5 / h I8 > \l‘] b Any broadleaf evergreens installed in the late fall/winter shall be sprayed with an anti-desiccant
& e ki e a- ' Privacy Fence B, e Seaspnal Color " e | |yl such as wilt-pruf upon installation.
7-Bx 8 e % s~ \E -Fg . | L |, —i :"3 _l . ghe I?;Jiil _(;tf :ia;:lintf1 dloaémenting ﬂ;:': ;T?ed varieties of the plants delivered from the nursery shall
gl i o N 2 o1 | e submitted to the landscape architect for review.
r\ ; 28-Is Ees € _— ] E f f | | e All trees will be tagged at the nursery by the landscape architect. Trees not tagged by the
e, : kY | Il l o landscape architect will be rejected if they do not meet the size and quality that is specified.
-l : Sl Vg | I | f * A representative of each shrub and perennial species will be tagged at the nursery by the landscape
rx e - e e - | b | architect. These representatives will be used by the nursery to establish the quality of the
— e =T T W '/ s W H | l 1 remaining specimens.
Sar| I
~ 7 ’ /’/ t'I—N I l' Seeding Specifications
R M // | Y ' l e All disturbed areas not indicated as planting beds are to be seeded or sodded. Reference overall
= e st e H I /o site plan for limits of work.
PO 008 AT 1 ¥ || £ e  All grades are to +/- 17 and shall be free of debris or stones over 1” in diameter.
‘{ / f\ N | | i Grades shall be no more than one half (1/2) inch below the level of all sidewalks and curbs.
’ ] ) . Seeding shall be done between August 15 and October 15 and between April 15 and June 15.
I Contractor to guarantee a full stand of grass upon project completion.
[ e  Seeded areas shall be fertilized using a starter fertilizer at a rate of 1 Ib N /1000 SF,
I e  Fertilizer shall be incorporated in the top three (3) inches of soil.
R A A : e A soil test shall be taken to determine the soil’s pH. Follow soil test recommendations.
M | Il e Before seed is sown, the topsoil shall be fine graded and scarified to a depth of no less than one (1)
W, s Z O N E i inch and raked until the surface is smooth, friable, and uniformly fine textured.
) \ Lt | e  Grass seed shall be spread at a minimum rate of five (5) 1bs./1000 SF (200 Ibs. /acre) and shall
consist of the following mixture:
25% Perennial Ryegrass
Plant Schedule 25% Creeping Red Fescue
Mature 50% Improved Tall Fescue
Sym Botanic Name Common Name Qty Cal Ht Spread Col::;)ttion Spacing Size Comments : or approved e.qual
(Hx W) Hates: o  (Contractor shall submit the seed label for approval.
Deciduous Trees Y e mweTereats rasth s, 7 HiukoNn sEompai e All seed types shall be named varieties with a minimum germination rate of 90%. Weed or inert
Aa _ |Acerr. 'Armstrong’ Armstrong Red Maple 5 2.5/3" 12/14' 2/3' B&B 25' min | 45' x 15' |Single stem 75% existing topsoil. materials shall be no more than 1.5% of the total content.
Ar  |Acer r. 'October Glory' October Glory Red Maple 10 2.513" 12/14' 3/4' B&B 25' min | 45' x 30" |Single stem °chfx sh:" :e I:m;:fpzfﬂt:ﬁ toi ; n;:::mur:l :::::er 01; 8;12' o  Straw mulch seeded areas at a rate of 90 1bs/1000 SF. S.traw shall _be clez‘in, dry, anq weed seed
Cc  |Cercis canadensis Eastern Redbud 9 2/2.5" 8/10' 3/4' B&B 12' min | 25' x25' |Multi-stem (3 stems) oguﬁ”,?ﬂ;" iyl gl pmgm:t,,,u; p,.o,f = —— free. No wet or moldy straw shall be used. Anchor straw in place with netting, or tackifier.
Cf _ |Cornus f. 'Cherokee Princess' Flowering Dogwood 4 225" | 810 3/4 B&B | 12'min_| 20' x'20 |Multi-stem (3 stems) * Slopes that are 3:1 or greater shall be stabilized with a double mesh straw erosion control mat by
Ck |Cladastrus kentuckea Yellowwood 1 2.5/3" | 12014 | 34 B&B | 25'min_| 40' x 40' [Single stem North American Green. Staple in place as per manufacturer’s specifications. .
Hv__|Hamamellis virginiana Witchhazel 5 1.52" | 810 3/4' B&B | 12'min | 20' x20' [Multi-stem (3 stems) S ¢ Seeded grass shall be mowed once the grass is one-third higher than the recommended height.
Gt |Gleditsia t.i. 'Skyline' Honey Locust 7 2.5/3" 12/14' 3/4' B&B 25' min | 40' x 30' [Single stem e Ifsod is installed in lieu of seed, the soil and grade preparation remains the same as for seed.
Mv  |Magnolia virginiana Sweetbay Magnolia 3 1.5/2" 8/10' 3/4' B&B 12' min | 30' x 20' [Multi-stem (3 stems) 2" Mulch depth . All installed sod shall be turftype_ tall fescue. . o o
Po |Prunus s, 'Okame’ Okame Cherry 10 22.5" | 810 3/4' B&B 12 min_[20' x 15' [Single stem Samans by e It is the contractor’s responsibility to water the sod. This responsibility includes providing a
Qp  |Quercus palustris Pin Oak 7 253" | 12714 | 34 B&B | 25' min | 45 x30' [Single stem suitable water source to continually maintain it.
Ta Tilia a. 'Redmond' Redmond Linden 4 2.5/3" 12/14' 3/4' B&B 25' min__| 45' x 30" |Single stem
Ua |Ulmus a. 'Princeton' American Elm 3 2.5/3" 12/14' 3/4' B&B 25'min | 45’ x 30' |Single stem Backfill mix
Evergreen Trees Turrgpbs{clailbqround
lo [llex opaca American Holly 42 78’ 3/4' B&B | 12'min | 35' x20' [Semi-Sheared, Full Trees TR : oy e
Pa Picea abies Norway Spruce 22 7/8' 3/4' B&B 12' min | 35' x 20' |Semi-Sheared, Full Trees === == il Place ball on
- = = 2 stakes per tree unexcavated soil
Pp Picea p. 'Glauca' Colorado Blue Spruce 6 7/8' 3/4' B&B 12' min | 35' x 20' |Semi-Sheared, Full Trees
Tp |Thuja p. 'Green Giant' Green Giant Arborvitae 10 7/8' 3/4' B&B 12' min | 35' x 20' |Semi-Sheared, Full Trees 1op of pianthg, pit
Howorng Strabs hl_ztn?jss:co e contractor to prune broken or crossin "\ Typical Shrub Planti Detail
Dg  |Deutzia g "Nikko' Dwarf Deutzia 12 #3 Container | 3' min br<:incheé> only. Central Iepc:der is not to be hen. 7 L L SLNg U GiNot e
Fg  |Fothergilla gardenii Dwarf Fothergilla 6 24/30" 18/24" | Container | 3' min -Landscape contractor is responsible to maintain .
Si _|Spirea j. 'Gold Flame Gold Flame Spirea 30 #3 Container | 3’ min B e o o e g o through the warranty period
ackfill mix is to consist of:
Evergreen Shrubs 25% organic compost, peat moss, or mushroom compost.
Bs  |Buxus s. 'Green Mountain' Green Mountain Boxwood 52 42/48" |  2-3' B&B 3' min 75% existing topsoil )
EI!x Euxus :;I‘GreendVelvet' green \;c:IvetJB«:mwooiI - iz igﬁ:" igﬁ:“ - Bf;?l ;' m?n =§£;§202H231 cd;nEoerpsct’a:tlat;dftth(rr?ﬁr?)hsgtoﬂf."li? r;:gﬁossgi; fill. |
c ex ¢. 'Hoogendorn' oogendorn Japanese Holly : " | Container ' min -Stakes shou e set in line w e prevailing wind.
1{3 }l}ix c vSt'eEeds' Ty :teedsljaganeseAHglly - 1]0?5 4273‘3" - 3/:;. Co;zi;er :'- min :'él;erﬁ ol;:ggb leplglFI) 13{: dSFﬁFIez ggs ef g fr;com tl%lethtop hc{g ﬁ)ftthe rootbctlrl{ - - - LAN DSCAPE P LAN
0 uja 0. 'Emerald Green merald Green Arborvitae max -Remove excess topsoil from the top of the rootball to expose the tree’s root flair. ] . .
Vp  [Viburnum x praguense Prague Viburnum 33 42/48" | 30/36" B&B 4 Spade edge all tree rings. No edging debris otgg:csﬁgge°:|‘;’?tr%%{;1°t';°ﬁ°‘£;2re ig rgggnt: rb;rg?’gwgd- NZ.) Rev Landscape Plan fo Reﬂgg/\?n’}]agf;\?ﬁg in Tree Removal Plan 03/11/20
Perennials/Groundcovers/Vines shall be Kicked up, on t%,'the root “bdil.  Debris I °'€§”ds°°p° contractor is responsible to maintain ] DATE
shall be removed from site. ., o e tree in a straight position through the warranty period
Ss___|Schizachium s. ‘Standing Ovation' | Little Bluestem 6 #2 Container ) . £ . S -Backfill mix is to consist of:
Double strand of 12 gauge galv. wire threaded through 1 rubber hose ( v %g; 22?&?;" iomspoci)fﬁ' peat moss, or mushroom compost.
pse yive to Soen LS steblleg e o nn RN RS Rt wrogneut the s bck . CAPITOL SENIORS HOUSING
higher than the surrounding finish grade k. ;,': - :5: :Landscupe contractor to remove excess soil from the top
Fapen boskl o s, saling) grade. fx M Ay o el o e e g rad Rt e o sidlaten PROPOSED SENIOR HOUSING DEVELOPMENT

—— 2" mulch depth ":-. e et BLOCK 2202, LOT 1

Tree Replacement Calculations T, - )
# of Replacement # of Trees 2" x 2" x & odk stake 620 PASCACK RD (CR 502)
Trees Req. Proposed 6" high plant saucer beyond edge of root ball. Top of root ball shall be slightly (<2") JAMES J.
98 148 Backfill mix ighar F155 Tha siroUhcky Thik s | ANCENSTEIR. LLA TOWNSHIP OF WASHINGTON, BERGEN COUNTY, NJ
s o; p;%r; gl;llrlt saucer beyond edge ’

Remove burlap and wire basket Remove burlagp and wire basket
From top 1/2 of rootball

From top 1/2 of rootball I | l | Backfill mix

LONGSTONE GARDENS

1905 MILLERSVILLE PIKE
LANCASTER, PENNSYLVANIA 17603

™~

7—Place bdll on unexcavated solil
it Tamp soil around root ball base

=T TE=N =TT T T T Tamp soil around root ball base

Planting pit to be 2x wider than the rootball’'s diameter. lanting pit to be 2x wider than the rootball's diameter.
AN GCQSTONIE Y 4 _(\ EkIS
, , , , LR LG G PHONE: (267)664-6336  FAX: (717)584-6682
( ) Typical Evergreen Tree Planting Detail (™ Typical Deciduous Tree Planting Detail S— JAMES J. LANGENSTEIN i
Not to Scale ot to Scale
\_/ NJ LICENSED LANDSCAPE
ARCHITECT NO. AS000980 DATE SCALE 00K | . PACE L BRBY LUhELRERT | AL
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